




Further Info. 

• Warranty - Player can be returned to us, via place of purchase, for repair and return within
specified time.

• Playback - 45 hours audio playback is based on runtime with backlight off.

• Battery is a 1050mA lithium polymer battery - high quality rechargeable used in GPS portables

• Chipset is basically a collection of integrated circuits on a motherboard working together. They 
control how a device works via it’s micro processors, so determines system performance.
The Sigmatel chipset in LXP1 is used by Apple iPod.

• Flash memory is data storage used in USB devices that can be electrically erased and  
reprogrammed. NAND flash is a newer, faster form of flash original.

• TFT screen. Short for thin film transistor, a type of LCD flat-panel display screen, in which  
each pixel is controlled by from one to four transistors. The TFT technology provides the best 
resolution of all the flat-panel techniques, but it is also the most expensive.

• MMC - Multi Media Cards. For removable data storage. SD stands for Secure Digital - a faster 
type of MMC. LXP1 will take up to a 2GB SD card to temporarily increase the memory.

• Recording sampling. You can choose your quality of recording under Record/Settings. 8KHz is 
the lowest quality setting, but will take up the least amount of memory. Goes up to 48KHz.

• WMV and AVI are Windows Media Video and Audio Video Interleave. These are the standard 
file formats for Windows based video. AVI is also used by Apple/Quicktime.

• WAV (waveform audio) and Ogg Vorbis are file formats, like MP3, widely used for web audio 

• DRM10 is Windows licenced audio security protection

• ID tags are embedded into audio files so players can recognise the title, artist, year, CD title 
etc of a particular track

• Firmware is permanent instructions and data programmed directly into the circuitry of read-
only memory (ROM) for controlling the operation of a player. Firmware can be updated when 
needed via a weblink download. located on the Life! website: www.lifegetfunked.com 

• Frequency Response: is a measure of what frequencies can be reproduced and how accurately 
they are reproduced.  A measurement of 20 to 20,000 Hz means those frequencies between 20 
and 20,000 Hz can be reproduced within an accepted tolerance amount.
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